AUTHENTICATED
U.S. GOVERNMENT
INFORMATION

GPO

Environmental Protection Agency

Pt. 63, Subpit. lll, Table 2

TABLE 1 TO SUBPART III OF PART 63—HAP ABA FORMULATION LIMITATIONS MATRIX
FOR NEW SOURCES [SEE §63.1297(d)(2)]

Values in
parts ABA Density ranges (pounds per cubic
per foot)
hundred 0- |[0.96-]1.06-|1.16-
parts 0.95 | 1.05 1.15 1.40 |[1.41+
polyol
0-10
Use Equation 3
11-15
IFD 16-20
21-25
26-30
31+ C)

TABLE 2 TO SUBPART III OF PART 63—APPLICABILITY OF GENERAL PROVISIONS (40
CFR PART 63, SUBPART A) TO SUBPART III

Subpart A reference éﬁgg:ﬁ t|<|)| Comment
YES Except that §63.1(c)(2) is not applicable to the extent area
sources are not subject to subpart Ill.
YES Definitions are modified and supplemented by §63.1292.
YES
YES
YES
YES
§63.6(e) (1)-(2) .. YES
§63.6(e)(3) NO Owners and operators of subpart Il affected sources are not re-
quired to develop and implement a startup, shutdown, and
malfunction plan.
§63.6 (f)—(9) ... YES
§63.6(h) NO Subpart Ill does not require opacity and visible emission stand-
ards.
§63.6 (i)—()) - YES
§63.7 .. NO Performance tests not required by subpart Ill.
§63.8 NO Continuous monitoring, as defined in subpart A, is not required
by subpart IIl.
§63.9 (a)—(d) .. YES
§63.9 (e)—(9) NO
§63.9(h) .. NO Subpart Il specifies Notification of Compliance Status require-
ments.
§63.9 (I)=()) <vvereererrerererreeeeeieieeee e YES
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